ANNEX II + III :
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title : Supply of audio &video system and of stage lighting equipment
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Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	1. 
1.1.
1.1.1
	AUDIO and VIDEO  SYSTEM 
AUDIO SYSTEM
AUDIO SYSTEM FOR FILM PROJECTIONS
Digital film audio processor with the following characteristics:

- Processing audio in Dolby Digital, Dolby Surround EX, Dolby Surround 7.1, Dolby Pro Logic, Dolby Pro Logic II

- Multi-channel digital audio input (AES/EBU) for connection and reproduction audio signal from a digital film server (minimum 8 channels) 

Optical and audio input for connection and reproduction of multychanel audio content from Blue-ray, media players simlilar sources 

- Two-channel digital audio inputs (AES/EBU) for connection and reproduction of digital audio signals from alternative device to play digital audio (Digital Beta, etc..)

- Multi-channel analog audio input for the connection of the audio processor,

- Multychanell analog audio output for connection to power amplifiers

- Remote control via TCP/IP  
1 UNIT 
	
	
	

	1.1.2
1.1.3

1.1.4

1.1.5

1.1.6
1.1.7
1.1.8
1.1.9
1B
	A pair of active monitor speakers in cabin with carriers for instaling, approximately 2x20W  1 UNIT
Blue-ray disc player with adapter 19" 1 UNIT 
Power amplifier 2x1.200W/4Ω for the frontal speakers
3 UNITS
Two band frontal cinema speaker system, 35Hz-20kHz, 800W/4Ω, sensitivity 100dB 1W/1m, delivered with passive crossover 700Hz-1kHz, HF CD funnel 90Ox40 with compression exciter actuators LF 2x15" in a bass reflex cabinet./3 UNITS 
Cinema subwoofer speaker system with 2x18 "Bass Reflex Booster in the cabinet, 25Hz-400Hz, 1.000W/4Ω, sensitivity 100dB, 1W/1m/ 1 UNIT 
Two Band cinema surround speaker system 45Hz - 20kHz, 200W / 8ohm software power, sensitivity 91dB, LF Exciter  8 ", HF Exciter 1".12 UNITS 
Wall carrier of surround sound speaker system with adjustable vertical angle12 UNITS
Locker 19 ", 27U in the projection cabine with EE separator and sequential swich on, mechanical equipment and internal wiring. 1 UNIT 

	 
	
	

	1.2
1.2.1

1.2.3

1.2.5

1.2.6

1.2.7
	VIDEO SYSTEM FOR DIGITAL FILM PROJECTION

Digital cinema video projector with accessories, fits DCI requirements, 3 x 0.98" DC2K chip type MicroMirror, 2,048 x 1,080 resolution, brightness minimum18.000ANSI lumen lamp with up to 4kW, 2000:1 contrast, IMB to play JPEG DCI 2K and 4K content to 450Mbps, support for Blu-ray 3D content, Dolby 3D color correction, H. 264 and MPEG2 supported digital audio outputs AES/EBU 16 monoeqiuivalent channels server 2TB (RAID 5) HDD, 3.5" HDD removable in operation, the ethernet connectors (2 pieces) for management and content input, corresponding to the projection lens surface and distance. ( 25 m) with intigrated cooling and video projections with HD -SDI entrences. /1 UNIT 
Computer portable for contole and conduct /1 UNIT 
Project carrier with19" frame ( by decision of tenderer) 1 UNIT 
Set for digital video system and processor CP750, which consists of: a network "enabled switch" sets of network cables, LCD monitors 16" and the keyboard/mouse. 1 UNIT 

 Device for permanent power supplay of (UPS) media block, digital video projector and a digital video system, 1.5kVA. 1 UNIT 


	 
	
	

	1.2.8

1.2.9

1.3
	Perforated projection screen  optimized for 3D Projections ,with effective area of 9m x 5,06 m with frame. 1 UNIT 

Set for building up of projectors to display 3D movies with 400 passive glasses Cat832 3D and putty for children adaption glasses Cat 928 3D 1 UNIT 

INSTALATION  SERVICES

Delivery and installation of  attachent boxes with connectors screen speaker systems

Delivery and connection installation of amplifier from cabinet 19" with surround speakers system

Delivery and connection installation of amplifier from cabinet  9" with surround speakers system with terminal box on the stage, 4 lines approximate length of 40m

Equipment installation, setup, adjustement, user training.


	
	
	

	
	
	
	
	

	
	
	
	
	

	2
	STAGE LIGHTING  


	
	
	

	2.1
	Stage reflectors
	
	
	

	2.1.1.
	Stage reflectors with PC lens diameter 150mm, power 1000W. Make of extruded aluminum  Simple access to  lamp substitution whereby main power supply is turned off automatically. Regulated balanced  support point . Thermal isolated handle by the back side of reflectors for the purpose of easier stay of power cable. Permanently change of focus by flowing  move without  friction impact metal to metal. Bolts for tilt regulation. Tilt and focus scale are in real degrees which facilitates precise using WSIYWYG-a. Corner of  beam diffusion of 5º to 60 º, lamp holder  GX 9,5, halogen bulb T11, metal frame work for color filters 186mmx190mm, four side flap,  catch cable    is integrated in reflector, catch cable and power cable.  It is tested and accorded with CE standards. 4 units
	
	
	

	2.1.3
	Stage reflectors with Fresnel lens power 2000W. Make of extruded aluminum  Simple access to  lamp substitution whereby main power supply is turned off automatically.. Bolts for tilt regulation. Tilt and focus scale are in real degrees which facilitates precise using WSIYWYG-a. Corner of  beam diffusion of 7º to 50 º, lamp holder  GY 16, halogen bulb CP43, metal frame work for color filters 245mmx245mm, four side flap,  catch cable    is integrated in reflector, catch cable and power cable.  It is tested and accorded with CE standards.4 units 
	
	
	

	2.1.4
	Stage reflectors with PC lens power 2000W. Make of extruded aluminum  Simple access to  lamp substitution whereby main power supply is turned off automatically. Adjustable balances holder point. Bolts for tilt regulation. Permanently change of focus by flowing  move without  friction impact metal to metal. Corner of  beam diffusion of 4,5º to 60 º, lamp holder  GY 16, halogen bulb CP43, metal frame work for color filters 245mmx245mm, four side flap,  catch cable    is integrated in reflector, catch cable and power cable.  It is tested and accorded with CE standards. 4 units
	
	
	

	
	
	
	
	

	2.2

2.2.1

2.2.2

2.2.3

2.2.4
	Stage dimers and control

Panel dimer board for wall montage. Cooling with controlled ventilator speed. Adjustable for application with distributed dimer groups and grouping of large quantity dimer in small spaces.Exit power 24x2.5kW,three phases sources, star,  230V +/- 7%. Controll by DMX PROTOCOL, 2 connections. RCD security system installed. 3 UNITS
Mixer for lightening, 180 or more dimer channels, Possibility of mobile lights, 200 and more sub masters divided into 20 stations, playback and snapshot function, monitor screen, USB connection for back-up. Delivering including monitor. 1 UNIT 
Delivery and laying of cable for connection dimer`s device and light regulation desk. 1 UNIT 
Dimer`s montage and connection with light regulation desk. Education for users. 1 UNIT 
Note. Dimers and reflector will be connected to existing installation.
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